Product-Information

Crimp Kontakte

Crimping Contacts

Stiftkontakte / Pin Contacts

Crimpkontakte S-LOCK 6.35
Crimp contacts 5-LOCK 6.35

Buchse
Socket

Querschnittshbereich
Wie size

0,75 - 2,03 mm?

0,34 - 0,82 mm?

Querschnittskeraich
Wire size
0,75 - 2,03 mm?

0,34 - 0,82 mm?

Artike -Bezeichnung
Part number

REE 8210120
REB 8210.140

REE 8210.020
REB 8210.040

Artikel-Bezeichnung
Fart number

RTE 8211.120

RTE 8211.140

RTE 8211.020

RTE 8211.040

Stift geschlitzt, leicht aufsteckbar

Split pin, low insertion force

Querschnittsbereich
Wire size

0,75 - 2,03 mm?

0,34 - 0,82 mm?

Artikel-Bezeichnung
Part number

RTB 8212120

RTEB 8212.140

RTB 8212020

RTE 8212.040

Material
Material
CuZn
Cusn
CuZn
Cusn

Material
Material
Cuin
Cusn
Cun
Cusn

Material
Material
CuZn
Cusn
Cuin
Cusn

Kontaktoberflache
Finhing

verzinnt [ tin plated
verzinmt /tin plated
verzinnt [ tin plated
verzinnt / tin plated

Kontaktoberflache
Finshing

verzinnt /tin plated
wverzinnt / tin plated
verzinnt /tin plated
verzinnt / tin plated

Kontaktoberflache
Finishing

verzinnt / tin plated
verzinmt / tin plated
verzinnt / tin plated
verzinnt / tin plated



Standard & High Density D-Sub Connectors

* Class 1 (500 mating cycles)
* Class 2 (200 mating cycles)
» Class 3 (50 mating cycles)

+ Stamped & Formed Contacts
* Machined Contacts

* Black or White Insulator

+ Class 1 (500 mating cycles)
+ Class 2 (200 mating cycles)
* Class 3 (50 maling cycles)

+ Stamped & Formed Contacts
* Machined Contacts

* Black or White Insulator

-
DB/DM - Solder Cup DBC - Crimp Style IDC | DF - Series Gender Changers

+ Class 1 (500 mating cycles)
+ Class 2 (200 mating cycles)
« Class 3 (50 maling cycles)

+ Stamped & Formed Contacts
* Machined Contacts

* Black or White Insulator

" N

HDS - Solder Cup

* Class 1 (500 mating cycles)
= Class 2 (200 maling cycles)
+ Class 3 (50 matling cycles)

» Stamped & Formed Contacts
+ Machined Contacts
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HDEC - Crimp Style

* Class 1 (500 mating cycles)
= Class 2 (200 mating cycles)
+ Class 3 (50 maling cycles)

» Stamped & Formed Contacts
+ Machined Contacts

+ Gender Changers / Savers

+ 9-15-25-37-50

« Standard or High Density

+ Stamped & Formed Contacts

' \:\‘
N> N

\ | o
Standard Crimp Contacts

» Class 1 (500 mating cycles)
+ Class 2 (200 maling cycles)
+ Class 3 (50 mating cycles)
* AWG 20-22 or AWG 24-28
+ Other AWG on request

* REEL: 10 000pcs

N

High Density Crimp Contacts

» Class 1 (500 mating cycles)
+ Class 2 (200 maling cycles)
+ Class 3 (50 mating cycles)
* AWG 24-28

+ Other AWG on request

+ REEL: 10 000pcs

Technical Data
Material Specifications:

Insulator: PBT, UL94 V-0
Shell: Steel, Tin Plated, Plug with dimples
Contacts: Copper Alloy

Contact Plating:

Selective Gold

Electrical Specifications:
Voltage Withstand:

1000 V AC, 1 minute

Current Rating:

Stamped & Formed Pins: 2 Amp

Machined Pins:

3 Amp

Contact Resistance:

10mQ max.

Insulation Resistance:

1000MQ min.

Other Specifications:
Operating Temperature:

- 55 to +106°C

Quality Classes:

LaMieux Products, Ltd.

4F-4,No.79, Sec1
Hsin Tai Wu Road,
Hsi-Chih Dist.,
New Taipei City,
Taiwan

TEL: +886-2-2698-1766
FAX: +886-2-2698-1755

1 - 500 mating cycles (Machined Pins)

3 - 100 mating cycles (Stamped & Formed Pins)

lamieux@ms4s.hinet.net
www.lamieux.com.tw
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D-Sub Connector Series

Crimp contacts on REEL

Contacts:

Standard S&F Pins

W >

Copper Alloy, Stamped & Formed Pins
100 inserts min.

Selective Gold over Nickel

REEL - 10.000pcs

See page 109

Contact Plating:

Package:
Crimp Tooling:

Order Codes - CRIMP Contacts

Crimp Contacts on REEL

Type: Size: Part Number: Description: Amount / REEL:

Male Contacts AWG 24-28 2101-0199-01 DCTM-G2 10.000pcs

Male Contacts AWG 20-22 2101-0199-02 DCTM-G1 10.000pcs

Female Contacts AWG 24-28 2101-0199-11 DCTF-G2 10.000pcs

Female Contacts AWG 20-22 2101-0199-12 DCTF-G1 10.000pcs

D-Sub Connector Series Machined Pins

Crimp contacts - Loose Also suitable for soldering
Contacts: Copper Alloy, Machined Pins

300 inserts min. /

Contact Plating: Gold over Nickel
Package: Loose / BULK O
Crimp Tooling: See page 109

Order Codes - CRIMP Contacts

Crimp Contacts LOOSE

Type: Size: Part Number: Description: Package:

Male Contacts AWG 20-24 2101-0199-62 DCTM-CM-1.2  Loose

Male Contacts AWG 24-30 2101-0199-82 DCTM-CM-1.0 Loose

Female Contacts = AWG 20-24 2101-0198-72 DCTF-CM-1.2  Loose

Female Contacts  AWG 24-30 2101-0199-92 DCTF-CM-1.0  Loose

LaMieux Products, Ltd. - u

4F-4,No.79, Sec1
Hsin Tai Wu Road,
Hsi-Chih Dist.,
New Taipei City,
Taiwan

TEL: +886-2-2698-1766
FAX: +886-2-2698-1755

lamieux@ms4s.hinet.net
www.lamieux.com.tw
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High Density D-Sub Crimp Connector Series

HDBC-Series — D-Crimp Connectors

Material Specification:

Insulator:

Shell:

Contacts:

Contact Plating:

Glass filled Polyester, Black
ULS4 V-0

Stamped Steel, Tin Plated

Copper Alloy, Stamped & Formed Pins
100 inserts min.

Selective Gold aver Nickel

Pos. 1 ~ '; - g ..1.'1_/ Pos. 1
. == E e E g
T 7 1.96820.05 i 1.5820.05
R e s e 7% (0 | CRRRRARARAD
! 1.98=0.05 ! ] 1.2820.05
- = F -l -F
=@ 3,0540,16 @ 3,05+0,16
12,55 . 12,95 _,
I I A
i i
10,98 5,9710,25 } 6,23:0,25
F— F—
Size A B E 3 F G
HD15 16,33 24,99 30,81 1,145 2,99 16,62
HD26 24,66 33,32 39,14 1,145 2,99 25,25
HD44 38,38 47,04 53,04 1,145 2,99 38,96
HD62 54,84 63,50 69,32 1,205 2,41 55,25

Size 78 available on request.

Order Codes:

Plug Connector

15 2101-0390-01 HDBC15-SP
26 2101-0390-02 HDBC26-SP
44 2101-0390-03 HDBC44-SP
62  2101-0390-04 HDBC62-SP

Socket Connector

15 2101-0390-11 HDBC15-SS
26 2101-0390-12 HDBC26-SS
44 2101-0390-13 HDBC44-SS
62  2101-0390-14 HDBC62-SS

CRIMP Contacts, AWG 24-28

Contacts: Copper Alloy, Stamped & Formed Pins
100 inserts min.

Contact Plating: Selective Gold over Nickel

Package: REEL - 10.000pcs

Crimp Tooling: See page 109

Other AWG available on request

LaMieux Products, Ltd.

4F-4,No.79, Sec1
Hsin Tai Wu Road,
Hsi-Chih Dist.,
New Taipei City,
Taiwan

TEL: +886-2-2698-1766
FAX: +886-2-2698-1755

lamieux@ms4s.hinet.net
www.lamieux.com.tw
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Crimp Contacts on REEL - 10.000pcs

Male Contacts

Female Contacts

2101-0199-21
2101-0199-31

HDBCTMR
HDBCTFR

La Mieux_ .



Kontakte
Contacts

LaMieux Products, Ltd.

4F-4,No.79, Sec1 TEL: +886-2-2698-1766
Hsin Tai Wu Road, FAX: +886-2-2698-1755
Hsi-Chih Dist.,

New Taipei City,

Taiwan

Der Toughcon-Steckerverbinder ldsst sich
mit drei unterschiedlichen Kontakten indivi-
duell ausstatten.

lamieux@ms4s.hinet.net
www.lamieux.com.tw

The Toughcon connectors can be individually
equipped with three different contacts.

La Mieux_ .



TT93 -
Der Standard Crimp Kontakt

Es kénnen aber auch Sonderkontakte nach Kundenwunsch integriert
werden. Der prazisionsgestanzte Kontakt aus einer speziellen Kup-
ferlegierungkann in allen Standardgehausen des Toughcon-Systems
eingesetzt werden. Er vereint gute elektrische Eigenschaften mit ei-
nem giinstigen Preis und ist in verschiedenen Beschichtungen und
Verpackungsformen lieferbar. Eine grofie Bandbreite von Leiterquer-
schnitten ist verfiigbar.

Strombelastbarkeit 13 A bei +20°C an freier Luft
Kontaktwiderstand <5 m(}
Steck-/Ziehkraft =4,5N

Steckzyklen min 500 vergoldet, 100 verzinnt
{weitere auf Anfrage)
Material Messing, rostfreier Stahl (weitere auf Anfrage)

LaMieux Products, Ltd.

4F-4,No.79, Sec1 TEL: +886-2-2698-1766 lamieux@ms4s.hinet.net
Hsin Tai Wu Road, FAX: +886-2-2698-1755 www.lamieux.com.tw
Hsi-Chih Dist.,

New Taipei City,
Taiwan

TT93 -
The Standard Crimping Contact

But also special contacts can be integrated according to customer re-
guest . The precision-punched contact, made from a special copper
alloy, can be used in all standard housings of the Toughcon system. It
combines good electrical characteristics with a favourable price and is
available in different coatings and packaging. A large range of conduc-
tor cross sections is available.

Acceptable currentioad 13 A at +68°F in free air
Contact resistance < 5mi)
Insertion/withdrawal force >4.5N
Connection cycles 500 gilded, 100 tin-plated
{others on request)
Material Brass, stainless steel (others on request)
Stift
Pin
o 27,2 (1.07)
<
=
S 20,2 (0.80) |
w0
—
Q
—— N
Buchse
Socket
-
—
T
S 20,5 (0.81)
«Q
[a¥}
=]
Voreiler
Leading
= 28,7 (1.13)
Q
<
< 21,7 (0.85)
© |
-
[}
1
[

La Mieux_ .



O

15anbai uo s1ay10

sadf jppuaiajald

Youl 5[0 XDW JoJonsu| @

lamieux@ms4s.hinet.net
www.lamieux.com.tw

TEL: +886-2-2698-1766

FAX: +886-2-2698-1755

La Mieux.
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LaMieux Products, Ltd.

Hsin Tai Wu Road,
Hsi-Chih Dist.,
New Taipei City,

4F-4,No.79, Sec1
Taiwan
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TT73 -
Fiir hohere Strome

Es konnen aber auch Sonderkontakte nach Kundenwunsch integ-
riert werden. Bei gleichem AuBendurchmesser wie der TT93-Kontakt
punktet der gedrehte TT73 durch eine wesentlich hihere Strombe-
lastbarkeit von bis zu 30 A. Durch die raumliche Nahe lassen sich die
Standardgehause sehr leicht kundenspezifisch auf den TT73-Kontakt
anpassen.

Strombelastbarkeit 30 A bei +20°C an freier Luft

Kontaktwiderstand < 5mfl

Steck-/Ziehkraft = 45N

Steckzyklen 1000

Material Kupfer Legierung/Edelstahl

_

LaMieux Products, Ltd.

TEL: +886-2-2698-1766
FAX: +886-2-2698-1755

4F-4,No.79, Sec1
Hsin Tai Wu Road,
Hsi-Chih Dist.,
New Taipei City,
Taiwan

lamieux@ms4s.hinet.net
www.lamieux.com.tw

TT73 -

For Higher Currents

But also special contacts can be integrated according to customer re-
quest. With the same outer diameter as the TT93-Kontakt, the turned
TT73 wins points by having a substantially higher current carrying ca-
pacity of upto 30 A. Because of spatial proximity, the standard housings
can be very easily adapted to the TT73 contact.

Acceptable current!oad

30A at +68°F in free air

Contact resistance < 5mid
Inse rtion/withdrawal force >4.5N
Connection cycles 1000
Material Copper alloy/high-grade steel
Stift
Pin

o 19,55 (0.77)

=1

S

Q

| 12,52 (0.49)

_% - e _E..
6 (0.24)
|

Buchse
Socket

_E“ 19,55 (0.77)

=]

o

o~ I 11,5 (0.45)

=

7 (0.28)
Voreiler
Leading
21,15 (0.83)

[

=1

S

© 14,12 (0.56)

=

e
—— ==
6 (0.24)
| |
[ |
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La Mieux.

lamieux@ms4s.hinet.net

www.lamieux.com.tw

TEL: +886-2-2698-1766
FAX: +886-2-2698-1755
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LaMieux Products, Ltd.

4F-4,No.79, Sec1

Hsin Tai Wu Road,

Hsi-Chih Dist.,

New Taipei City,

Taiwan
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TT53 -
Kompakt und hochstromig

Es kénnen aber auch Sonderkontakte nach Kundenwunsch integriert
werden. Dieser gedrehte Prazisionskontakt leitet bis zu 50 A - und
das bei einem Aufendurchmesser von nur 3,6 mm. B vereint also
Kompaktheit mit sehr guten elektrischen Eigenschaften. Damit ist
die optimale Umsetzung kundenspezifischer Anforderungen zu ge-
ringen Stiickkosten moglich.

Strombelastharkeit 20-50 A bei +20°C an freier Luft

Kontaktwiderstand <1 m
Steck-/Ziehkraft =5N
Steckzyklen 200-500

Material Kupfer Legierung

LaMieux Products, Ltd.

TEL: +886-2-2698-1766
FAX: +886-2-2698-1755

lamieux@ms4s.hinet.net
www.lamieux.com.tw

4F-4,No.79, Sec1
Hsin Tai Wu Road,
Hsi-Chih Dist.,
New Taipei City,
Taiwan

TT53 -
Compact and Highly Capacity

But also special contacts can be integrated according to customer re-
quest. This tumed precision contact conducts up to 50 A - and that with
an outer diameter of only 3.6 mm. It therfore combines compactness
with very good electrical characteristics. Optimal implementation of
customer-specific requirements at low unit costs is thereby possible.

Acceptable currentload 20-50 A at +68°F in free air

Contact resistance < 1 mifl
Insertion/withdrawal force >5N
Connection cycles 200 to 500
Material Copper alloy
Stift
Fin
= 21,15 (0.83)
—
=] 7,6 (0.3)
w©
(23]
=
- BT E—
<|
Q|Q
Buchse
Socket
—_—
N
o 21,1 (0.83)
e
L
N 7.6 (0.3)
w
< | M
Qe
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LaMieux Products, Ltd.

lamieux@ms4s.hinet.net

TEL: +886-2-2698-1766
www.lamieux.com.tw

4F-4,No.79, Sec1

FAX: +886-2-2698-1755

Hsin Tai Wu Road,

Hsi-Chih Dist.,

La Mieux.

New Taipei City,

Taiwan



